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Inquiry form systems

Please send this form to info@beinlich-pumps.com

Date
Company Contact person
Name
Address Position
Website Phone
Customer Yes No Email
Customer Code
PU machines Adhesive and glue units Painting systems
Dosing systems Mechanical engineering Chemistry Hydraulic units
Food processing Vacuum mixing and dosing systems Transfer units
Products Grease dosing Resin/silicone processing Lubricating units
Automotive Aerospace Hydraulic Electronic Marine
Industry Cosmetic Food Hotmelt Chemical Testing
External gear pump Internal gear pump Screw pump
Radial piston pump Axial piston pump Peristaltic pump
Lobe pump Vane pump Diaphragm pump
Pump in use Plunger pump Gerotor Progressive cavity pump
Type key Part-no.
Manufacturer
In case of replacement of our pumps
ZPD ZPDA ZPBD DARTec ECO.pump
VPN ZPLE ZPDE TR(G)D ZPI
Pump model ZPA ZPAR(G) ZPIR(G) ZPB
Type key Part-no.
Serial-no.
Dosing Transfer Heating
Application Processing Mixing Lubrication
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Operating data pump
Flow rate [I/min]  Viscosity [mPas ]
Inlet pressure [bar] Working pressure [bar]
Fluid temp. [°C] Ambient temp. [°C]
Fluid
Name CAS-no.
Trade name pH value
Fluid characteristics
Neutral Yes No Corrosive Yes No
Abrasive Yes No Lubricating Yes No
Fillers Yes No Soft Yes No
Portion [%]  Solid Yes No
Balls Yes No
Special features
Pump only Yes No PRV Yes No
MAG coupling Yes No Set at [bar]
Three-phase Yes No Drive motor Yes No
Stepper Yes No Servo Yes No
Gear box Yes No Ex-proof Yes No

B3 B5 B35 F (Standard)
Frame design B14 B34 Isolation class E A Y

IP55 (Standard) Hz 50 / 60 (Standard)

IP23 IP44 Frequency Hz 60
Protection B&S B&7
Voltage 230/380* (Standard) 400/690* (Standard) 230 110/115

*depending on motor power
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Special requirements
Required documents
Inspection certificate 3.1 (melt/batch no.) Yes No
Inspection certificate 3.1 (test values pump) Yes No
Factory certificate 2.2 Yes No
Explosion proof certificate (ATEX Zone 1) Yes No
Explosion proof certificate (ATEX Zone 2) Yes No
| am also interested in the products of the following affiliated companies:

VSE flow meters DST magnetic couplings

HBE hydraulic components Oleotec pressure check couplings
Beinlich Pumpen GmbH
Gewerbestrale 29 | 58285 Gevelsberg | Germany
Phone +49 (0)2332/5586-0
info@beinlich-pumps.com | beinlich-pumps.com P.3/3
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